
F O R  S I N G L E  G A R A G E S ,  D O U B L E  G A R A G E S  
A N D  G A R A G E  U N I T S  O F  S T E E L  A N D  S O L I D  W O O D  –

F O R  N E W  C O N S T R U C T I O N  A N D  R E N O V A T I O N

Garage Up-and-Over Doors

W E  O P E N  T H E  D O O R S  F O R  P R O G R E S S

In accordance 
with the provisions

of EN 13241-1



TÜV-approved safety,
CarTeck up-and-over 
doors comply with the
safety requirements 
of the new DIN EN 12604,
and also comply with the
provisions of EN 13241-1
(applicable as of 1st May
2005).

Customer benefits at a glance

• Door leaf fillings of steel 

or solid wood 

• In ribbed or cassette design 

• Large selection of styles and colours

• Reliable operation

• Convenient drive system 

• Matching side and access doors

T H E  C O N V E N I E N T  D O O R  S Y S T E M  
T O  F I T A L L  G A R A G E S

Garage Up-and-Over Doors

nology and outstanding operat-

ing convenience. They lend

garages their own special char-

acter, enabling technical and

visually perfect solutions match-

ing the style of the house. 

Top-grade materials, precise

workmanship and continual

Teckentrup, one of the leading

European manufacturers of 

metal doors, continues to set new

standards with innovative pro-

ducts and impeccable manufactur-

ing quality.

Thanks to decades of experience

and many forward-looking devel-

opments, we achieve the ideal

combination of high-tech with

attractive design.

CarTeck garage up-and-over doors

are convincing because of their

diverse surface designs, sophisti-

cated construction and drive tech-

quality control checks in accord-

ance with DIN ISO 9001 guarantee

first-rate safety, reliability and

durability.

This is what makes each and every

Teckentrup product a worthwhile

investment for every new con-

struction or renovation project.
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L A R G E  S E L E C T I O N  A N D  V A R I E D  D E S I G N S

CarTeck up-and-over doors meet all 

building requirements

The CarTeck up-and-over door range from

Teckentrup has been designed for all types

of garages, and stands out for its reliable

technology and wide variety of designs.

Whether for single garages, double garages

or multiple garage units, the wide selection

of designs leaves plenty of room for 

individual ideas, enabling special visual high-

lights to match the architecture of the

house. Side doors and access doors can also

be integrated harmoniously into the overall

appearance.

Ideal for renovation

The dismantling of the old garage door and

installation of a new CarTeck up-and-over

door can be carried out quickly and com-

pletely in only 1 day, including installation

of drives and disposal of the old door.

T A B L E O F C O N T E N T S

Ribbed fillings Page 4

Cassette fillings Page 6

Panel fillings Page 7

Solid wood fillings Page 8

Customised fillings Page 9

Overview of fillings Page 10

Side doors, access doors Page 12

Colours Page 14

Renovation Page 15

Technical details Page 16

Drives Page 18

Installation data Page 19

Up-and-over doors
proven in thousands 

of applications
Compact, simple con-

struction, consisting of
a full-surface door leaf

that can be swung up
or down effortlessly
thanks to side lever
arms equipped with

compensating springs.



Elegant appearance

Classical slatted fillings lend the garage 

system an elegant and harmonious 

appearance. Whether in vertical or 

horizontal layout, the slats are arranged

evenly over the whole door leaf.
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V E R T I C A L  A N D  H O R I Z O N T A L  
R I B B E D  F I L L I N G S

Beauty in steel

For single or double garages. Garage door and entrance area in matching colours.



C L A S S I C A L  A P P E A L ,  H A R M O N Y  O F  S T Y L E

Matching doors

Side doors can be smoothly

incorporated into the look by

matching styles and colours.

If there is no room for a side

door, the garage door can also

be supplied with an integral,

built-in wicket door, 

see Page 13.

Our doors are available 
in a wide range of colours 
(see Page 14).
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Particularly eye-catching

The regular cassette design and

high-quality “woodgrain” surface

finish lend the door a striking

appearance, underlining the 

quality requirement. The number

of cassettes is determined by 

the door size.

C A S S E T T E  F I L L I N G  
I N  E L E G A N T  “ W O O D G R A I N ”  S U R F A C E  F I N I S H

That special appeal

Our doors are available 
in a wide range of colours 

(see Page 14).

“Woodgrain” surface finish, 
robust and hard-wearing, 
with an elegant appeal.
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P A N E L  F I L L I N G

7

Modern lines

Garage up-and-over doors with

panel fillings give the architecture

a modern character. The wide,

smooth surfaces give a particularly

expansive impression, setting eye-

catching highlights. The panels 

are arranged evenly according to

the door width.



Natural wood

Wood conveys a warm feeling and

underlines the natural character of

the design.

For our natural wood doors, we use

northern spruce of selected quality

with an attractive grain. The doors

are treated in the factory with an

environmentally-friendly, colourless

impregnation to protect the wood

against mould, rot and insect infest-

ation. They can then be supplied 

in colours matching your require-

ments.

The final coating is applied using

normal varnishes or suitable paints,

which protect the door against

weathering effects and UV radi-

ation.

S O L I D  W O O D  F I L L I N G S  O F  
N O R T H E R N  S P R U C E

In tune with nature

Herringbone pattern matching the house design.

The use of pigmented varnishes

also creates other wood finishes,

such as teak or beech.

Wood fillings made-to-measure

Depending on your taste, slatted fillings 

are available in vertical or horizontal 

patterns, or herringbone pattern 

for a more animated 

appearance.
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F O R  I N D I V I D U A L I S T S

Limitless creativity

Customised design with horizontal zinc plating.

Do-it-yourself up-and-over doors

We supply the frame, and you

design the door yourself. Our door

system allows the on-site appli-

cation of profiled panels and other

fillings. We supply the finished,

sized frame for a maximum weight

of 7-9 kg /m2, accurately pre-drilled

for easy installation. Planners and

builders can therefore create their

own unusual and individual designs,

with no limits being set to the

imagination.

Slatted filling in vertical pattern with integrated
ventilation slats.

Individual panelling to customer requirements.
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Customised designs
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More stability – 

reliable long-term protection

The wall frame profile and door

leaf profile are manufactured to

produce a perfect fit, without

welding, by means of a special

process. This prevents any damage

to the protective zinc coating, 

so that the door maintains an

attractive and stable appearance

long-term.

Guaranteed quality

Door and door leaf of fully galva-

nized steel, protected against 

corrosion.

Colours: Standard traffic white,

similar to RAL 9016 and sepia

brown, similar to RAL 8014, also

available on request in almost all

other RAL colours.

Vertical ribs Horizontal ribs

Cassette Panels

Specially for underground or communal garages:
Design with ventilation grille or corrugated grille.

F O R  E V E R Y  S T Y L E  –  I N  A T T R A C T I V E  F I N I S H E S

High-quality steel fillings



Variety of wood fillings

For varying design requirements,

slatted fillings come in “vertical”, 

“horizontal” or herringbone 

patterns. The herringbone pattern

is also fitted with a central vertical

spar to liven up the overall appear-

ance. Teckentrup also supplies 

the matching side door for every

garage door and design.

The doors are treated in the factory

with a colourless impregnation 

to protect the wood against mould,

rot and insect infestation. The final

coating is applied using normal

varnishes.

The door leaf frame is available: 

as standard in traffic white, similar

to RAL 9016, or optionally in sepia-

brown, similar to RAL 8014, also

available on request in almost all

other RAL colours.
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Vertical wood filling Horizontal wood filling

Herringbone pattern

For on-site fillings, max. weight 7-9 kg /m2.

N O R T H E R N  S P R U C E

Solid wood fillings



Door fittings 

• Door leaf frame of special 

hollow profile

• Filling of galvanized steel plate

or wood

• Door fillings matching 

the garage door

• All-round door seal

• Special lock: fitted for profile

cylinder, although adjustable

• Robust plastic handle 

and door plate

• Door left- or right-opening

• Also available in double-wing

version.

For every door and every design,

Teckentrup can supply a matching

separate side door or built-in 

wicket door. Whatever the option,

the garage can be entered without

opening the door.
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S I D E  D O O R S  T O  M A T C H  A L L  D O O R  F I L L I N G S

Matching doors



Practical and space-saving

In case of restricted space next to

the garage door, Teckentrup offers

an access door built into the main

door. A practical idea allowing

access to the garage without

opening the main door. Supplied

in the same design, not to spoil

the overall appearance.

For powered doors, an electronic

sensor only allows the main door

to move when the access door 

is closed.

B U I L T - I N  W I C K E T  D O O R S

13
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RAL colours to your choice

In a wide selection

The surface finish can be easily

matched to the style of the

house. In addition to the stand-

ard colours of traffic white and

sepia-brown, fashionable colours

are also available at a special

price, as well as almost all 

RAL colours and NCS colours.

A N D  T O  M A T C H  E V E R Y  S T Y L E

Colours to suit every taste



15

New for old

An old garage door can be replaced

with a new CarTeck up-and-over

door in only a single day, including

installation of the drive. 

We supply the new door complete

and ready for installation, with 

the basic installation materials.

Ask your specialist consultant, 

who will also be happy to dispose

of your old garage door.

Q U I C K L Y  A N D  C O M P L E T E L Y  I N  O N L Y  1  D A Y

Ideal for renovation

Before renovation.

An attractive solution:
The new up-and-over door 
matching the design of the new house door.
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Safety spring assembly 

with finger protection

The safety spring assembly with

3 springs prevents your fingers

being trapped between the spring

coils. The load distribution over

multiple springs prevents the door

closing unintentionally.

Smooth running

The new plastic-mounted lever arm

enables your garage door from

Teckentrup to be closed smoothly

and easily without any resistance. 

The lever arm block and masonry

frame are precision-connected and

also bolted together, guaranteeing

maximum stability.

Secure locking

The concealed, double-side locking

with the new plastic snap-fasteners

ensure that the door closes reliably

and quietly. Once the door is closed,

the locking system locks automa-

tically, preventing unauthorised

entry.

T E C H N I C A L  P E R F E C T I O N  D O W N  
T O  T H E  L A S T  D E T A I L

A sure thing

All technical details are perfectly

matched to one another, guarantee-

ing smooth door movement, high

operating convenience and reliable

security.
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Quiet, smooth running

The plastic rollers run in guide rails,

ensuring permanent smooth run-

ning. The perfect fit of the galva-

nized running rails enables accurate

and reliable door movement.

Finger protection – Pivot

The sealing rail combination 

of hard and soft plastic enables easy

guidance of the door leaf and reli-

able finger protection.

Finger protection – Lever arm

Standard finger protection on the

lever arm enables easy retro-fitting

of the door with an electric drive,

observing applicable safety regu-

lations.Attractive door handle

Round, black plastic handle

for easy operation from

outside. Profile cylinder 

can be integrated into the

locking system.

C O N F O R M I N G  T O  A P P L I C A B L E  S A F E T Y  R E Q U I R E M E N T S

All doors are pre-assembled ready 

for quick and easy installation.



CarTeck drives – the best thing 

that could happen to a door 

Performance features at a glance:

• All components perfectly matched 

to the door.

• Tamper-proof, digital multi-bit remote

control.

• garage lighting switched on and 

off automatically.

• Extra-quiet opening and closing of the

door thanks to the soft-start /soft-stop

feature.

• Automatic reverse function provides

additional safety.

• Reliable protection against break-in: 

An electronic anti-opening device 

prevents unauthorised access.

Automatic stop

If the door encounters an 

obstacle, the automatic switch-off

function stops the door imme-

diately and automatically reverses

20 cm, in order to clear the ob-

stacle. The self-monitoring feature

guarantees permanent safety.

Emergency unlocking

In case of power failure and lack

of a second access to the garage,

the door can be opened with 

the optional emergency unlocking

device.

Simply drive in or out, without having to get out of the car.

With the electric drive and remote con-

trol, the door can be opened or closed

conveniently from the car, a particular

benefit when it is raining, cold or dark.

Comprehensive information 

can be found 

in our “Drives” brochure.

M A X I M U M  S A F E T Y  W I T H  
E V E R Y  M O D E R N  C O N V E N I E N C E

Modern door technology

Supplied as standard

with a 2-channel

hand-held transmitter

18

Now with

868 MHz
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G A R A G E  U P - A N D - O V E R  D O O R  D L

Installation data

Special sizes from 1750 x 1875 mm to 3000 x 2375 mm. 
The recommended finished dimension should be aimed for in the planning. 
All figures in mm. Subject to technical amendment.

Norm sizes
Order dimension
Installation dim.
Width x height

2250 x 1920
2250 x 2000
2250 x 2075
2250 x 2125
2375 x 1920
2375 x 2000
2375 x 2075
2375 x 2125
2375 x 2250
2375 x 2375
2500 x 1920
2500 x 2000
2500 x 2075
2500 x 2125
2500 x 2250
2500 x 2375
2500 x 2500
2625 x 2125
2750 x 2000
2750 x 2125
3000 x 2000
3000 x 2125

Frame outer
dimensions

Width x height

2355 x 1990
2355 x 2070
2355 x 2145
2355 x 2195
2480 x 1990
2480 x 2070
2480 x 2145
2480 x 2195
2480 x 2320
2480 x 2445
2605 x 1990
2605 x 2070
2605 x 2145
2605 x 2195
2605 x 2320
2605 x 2445
2605 x 2570
2730 x 2195
2855 x 2070
2855 x 2195
3105 x 2070
3105 x 2195

Clearance
dimensions

Width x height

2115 x 1785
2115 x 1865
2115 x 1940
2115 x 1990
2240 x 1785
2240 x 1865
2240 x 1940
2240 x 1990
2240 x 2115
2240 x 2240
2365 x 1785
2365 x 1865
2365 x 1940
2365 x 1990
2365 x 2115
2365 x 2240
2365 x 2365
2490 x 1990
2615 x 1865
2615 x 1990
2865 x 1865
2865 x 1990

Installation in
the opening

Final clear. dim.
Width x height

2370 x 1970
2370 x 2050
2370 x 2125
2370 x 2175
2495 x 1970
2495 x 2050
2495 x 2125
2495 x 2175
2495 x 2300
2495 x 2425
2620 x 1970
2620 x 2050
2620 x 2125
2620 x 2175
2620 x 2300
2620 x 2425
2620 x 2550
2745 x 2175
2870 x 2050
2870 x 2175
3120 x 2050
3120 x 2175

Installation behind the opening
Recommended
final clear. dim.
Width x height

2240 x 1915
2240 x 1995
2240 x 2070
2240 x 2120
2365 x 1915
2365 x 1995
2365 x 2070
2365 x 2120
2365 x 2245
2365 x 2370
2490 x 1915
2490 x 1995
2490 x 2070
2490 x 2120
2490 x 2245
2490 x 2370
2490 x 2495
2615 x 2115
2740 x 1995
2740 x 2115
2990 x 1995
2990 x 2120

Installation areas
Final clearance dimension

Width x height to Width x height

2210 x 1890 to 2335 x 1950
2210 x 1970 to 2335 x 2030
2210 x 2045 to 2335 x 2105
2210 x 2090 to 2335 x 2150
2335 x 1890 to 2465 x 1950
2335 x 1970 to 2465 x 2030
2335 x 2045 to 2465 x 2105
2335 x 2090 to 2465 x 2150
2335 x 2220 to 2465 x 2280
2335 x 2340 to 2465 x 2400
2460 x 1890 to 2585 x 1950
2460 x 1970 to 2585 x 2030
2460 x 2045 to 2585 x 2105
2460 x 2090 to 2585 x 2150
2460 x 2220 to 2585 x 2280
2460 x 2340 to 2585 x 2400
2460 x 2470 to 2585 x 2530
2585 x 2090 to 2710 x 2150
2710 x 1970 to 2835 x 2030
2710 x 2090 to 2835 x 2150
2960 x 1970 to 3085 x 2030
2960 x 2090 to 3085 x 2150
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G A R A G E  U P - A N D - O V E R  D O O R  D F

Installation data

Norm sizes
Order dimension
Installation dim.
Width x height

4000 x 2000
4000 x 2125
4500 x 2000
4500 x 2125
5000 x 2000
5000 x 2125

Final clearance
dimension

Width x height

3990 x 1995
3990 x 2120
4490 x 1995
4490 x 2120
4990 x 1995
4990 x 2120

Frame outer dim.
Width x height

4110 x 2080
4110 x 2205
4610 x 2080
4610 x 2205
5110 x 2080
5110 x 2205

Clearance
Width x height

3700 x 1770
3700 x 1890
4200 x 1770
4200 x 1890
4700 x 1770
4700 x 1890

Installation behind opening
with L-frame

Frame outer dim.
Width x height

4150 x 2125
4150 x 2255
4650 x 2125
4650 x 2255
5150 x 2125
5150 x 2255

Clearance
Width x height

3700 x 1800
3700 x 1920
4200 x 1800
4200 x 1920
4700 x 1800
4700 x 1920

Installation behind opening
with U-frame

Frame outer dim.
Width x height

3980 x 2030
3980 x 2155
4480 x 2030
4480 x 2155
4980 x 2030
4980 x 2155

Clearance
Width x height

3580 x 1755
3580 x 1880
4080 x 1755
4080 x 1880
4580 x 1755
4580 x 1880

Installation in the opening
Special sizes with U-frame

Special sizes up to 3000 x 2750 mm or 5000 x 2250 mm. 
All figures in mm. Subject to technical amendment.
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Garage side door ew-1/2

Installation data

All figures in mm. Subject to technical amendment.

Order dimensions
Installat.dimension

Width x height

from 875 x 1875
to 1250 x 2375

from 1350 x 1750
to 2500 x 2250

with stop

Inst.width – 66
Inst.height – 70

Inst.width – 66
Inst.height – 70

without stop

Inst.width – 66
Inst.height – 70

Inst.width – 66
Inst.height – 70

Clearance dimensions
Width x height

ew-1

ew-2

Installat.
depth

50

50

Order dimensions
Installat. dimension

Width x height

from 750 x 1750
to 1350 x 2500

from 1500 x 1750
to 3000 x 3000

with stop

Inst.width – 70
Inst.height – 65

Inst.width – 70
Inst.height – 65

without stop

Inst.width – 70
Inst.height – 35

Inst.width – 70
Inst.height – 35

Clearance dimensions
Width x height

RP-1

RP-2

Installat.
depth

40

40

Garage side door RP-1/2
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Teckentrup security from 

the basement to the roof 

When planning your house, put

your trust in proven Teckentrup

quality when it comes to security

and multi-purpose doors.

From the basement to the roof,

every possible area can be pro-

tected by special doors: against

break-ins, noise, heat loss, fire 

or damp.

If there are children, dogs or 

cats in the house, even doors in

normal living areas have to be

extremely resistant to wear and

tear, and damage to prevent the

need for repeated repair and 

renovation.

Make your house secure with

multi-functional quality doors

from Teckentrup. 

• made of steel, fully galva-

nized, powder-coated

• extremely wear-resistant

• easy to clean

• very durable

• attractive appearance.

S E C U R I T Y  A L L  R O U N D  T H E  H O U S E

Teckentrup quality doors

Interior doors

Made of metal, very robust, yet 

still suitable for the home. Available

in various colours and designs, also

suitable as pin-wall for magnets.

Multi-purpose doors

Robust, heat-insulated steel doors,

make the house secure and also save

energy. Durable and attractive, also

available in glazed versions.

Fire safety doors

Made of steel, for oil-storage and

heating rooms. Also available in

smoke-proof versions.

Security doors

For protection against break-ins.

Tested to DIN V ENV 1627, 

Resistance Class 2, 

with triple locking. 

Also fire-resistant and 

smoke-proof.
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W E  O P E N  T H E  D O O R S  
F O R  P R O G R E S S …

●1 5-year works guaranree on rollers and springs under 
normal use with max. 5 door
actuations (open/close) per day 

●2 10-year works guaranree on the door leaf against rusting
through from inside to outside 

●3 10-year works guaranree on material and manufacturing
faults to non-moving frame com-
ponents which are demonstrably
unusable or whose usability is
impaired.

Forward-looking new developments and continual

improvements to existing systems are a matter of course

at Teckentrup. Our innovative solutions and creative

ideas set groundbreaking highlights in the production

of all types of doors. Our CarTeck garage door range,

for example, includes many door systems designed with

innovative techniques and varied styles.

Put your trust in the door specialists of Teckentrup.

Every garage door is manufactured with the greatest

care, and on the basis of industrial experience. 

At Teckentrup, everything comes from a single source.

We operate one of the most modern production plants

in Europe, and are well-equipped for the future with

16 branches in Germany and other partners throughout

Europe and overseas. We meet our customers’ require-

ments for individual, high-quality doors with flexibility

and closeness to the customer.

Put your trust in us.

CarTeck sectional door
GSW 20

CarTeck sectional door
GSA in aluminium

CarTeck 
up-and-over door

CarTeck sectional door
GSW 40 in steel

CarTeck roof mounted
slatted door

Please note that any faults should be reported to us 
immediately in writing; the parts concerned must be sent to us
on request. We regret that we cannot be responsible 
for the costs of removal and refitting, carriage or postage.

Teckentrup industrial
doors: 
overview of product range 



Internet: www.teckentrup.biz

Industrial 
sectional doors

Sliding 
doors

Folding sliding
doors

Roller shutters / 
roller grilles 

CarTeck 
roof-mounted 

slatted garage doors

CarTeck 
garage sectional

doors

CarTeck garage 
up-and-over 

doors

T30 /T90 
Fire doors

Smoke 
protection

doors

Security 
doors

Sound 
insulated 

doors

Heat 
insulated 

doors

Interior 
doors
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European scope...
… W E  D O N ’ T  L E T  O U R  C U S T O M E R S  D O W N

Großzöberitz plant

Administrative HQ 
Verl-Sürenheide

W E  O P E N  T H E  D O O R S  F O R  P R O G R E S S


